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(57) Abstract: The invention relates to an input device (50) for acti- 
vating and controlling functions of at least one device (10, 1 1, 12, 16) 
of a dental treatment/work station. This input device (50) comprises: 
a first input element (52) for generating navigation information for 
controlling a pointer on a user interface, which is depicted on a dis- 
play (13) of the dental treatment station; at least one second input el- 
ement (55) for generating control information, with which functions 
of the devices (10, 11, 12, 16) can be selected and/or activated in- 
dependent of the navigation information generated by the first input 
element (52), and; transmission means (51) for wirelessly transmit- 
ting the navigation and control information, which is generated with 
the aid of the first and second input elements (52, 55), to the devices 
(10, 11, 12, 16) or to a functional unit (41) connected upstream from 
said devices (10, 11, 12, 16). The input device is designed in such 
a manner that the control information generated by the second input 
element can, independent of a unit, e.g. a central server, that manages 
the user interface, be used for controlling the device. 

(57) Zusammenfassung: Ein Eingabegerat (50) zum Aktivieren und Steuern von Funktionen mindestens eines Gerats (10, 11, 12, 
16) eines zahnarztlichen oder dentalen Behandlungs- /Arbeitsplatzplatzes, wobei das Eingabegerat (50) weist ein erstes Eingabeele- 
ment (52) zum Erzeugen von Navigationsinformationen fur die Steuerung eines Zeigers auf einer Benutzeroberflache, die auf einem 
Display (13) des zahnarztlichen Behandlungsplatzes dargestellt ist, mindestens ein zweites Eingabeelement (55) zum Erzeugen von 
Steuerinformationen, mit denen unabhangig von den durch das erste Eingabeelement (52) erzeugten Navigationsinformationen Funk- 
tionen der Gerate (10, 11, 12, 16) auswahlbar und/oder aktivierbar sind, sowie Ubertragungsmittel (51) zum drahtlosen Ubermitteln 
der mit Hilfe des ersten und zweiten Eingabeelements (52, 55) erzeugten Navigations- und Steuerinformationen an die Gerate (10, 
11, 12, 16)bzw. einedenGeraten(10, 11, 12, 16) vorgeschaltete Funktionseinheit (41) auf. Das Eingabegerat ist derart ausgestaltet, 
dass die iiber das zweite Eingabeelement erzeugten Steuerinformationen unabhangig von einer die Benutzeroberflache verwaltenden 
Einheit, z.B. einem zentralen Server zur Steuerung des Gerats nutzbar sind. 
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